
































































AUTOMATIC

ALMA folding system is electrically powered, the panels run sus-
pended on a top track with no need for a floor track.
Users control the wall through a touch screen.

ALMA FOLDING SYSTEM

SOUND INSULATION UPTO 58BD



* Laboratory rate. 
In the Fully Automatic System, there is a need 
to have a segmented panel with a minimum height of 460mm. 

Standard equipment 
Option 

Alma Electric Drive



* Laboratory rate. 
In the Fully Automatic System, there is a need 
to have a segmented panel with a minimum height of 460mm. 

Standard equipment 
Option 

Horizontal Sleeve 

Fixed Panel 
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Available Finishes

 

Single pass Double pass Panel Vision

Pocket door Custom Wri�ng 

Mullions Electric Smart Glass 
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ENTRAR 
Loading Bay Solu�ons



Manual Edge Dock Leveler 

Applica�on

The most economical dock leveler does not require installa�on pits, but is installed on the 
edge of the dock, and can even be directly installed on the exis�ng pla�orm. The construc-
�on is simple, the installa�on is fast, but the service scope of other types of straightners is 
limited. Suitable for renova�on projects or when the height difference between truck and 
pla�orm is rela�vely small.

Standard size :              W1500*L700, W1800*L700, W2000*L700
Maximum slope 
of working range         12.5%
Posi�ve height 
difference                     100mm,
Nega�ve height
 difference                    150mm
Bracket depth
 MRS :                            435mm,without crash block
Loading capacity          3000kg 



Hydraulic Dock Leveler 

The most widely used model. The maximum length can be upto 5 meters,and it 
can be easily lapped when there is a large height difference between the 
pla�orm and the freight car. Driven by the hydraulic system , the pla�orm rises 
to the highest point, and then the lio automa�cally folds outward. The pla�orm 
fell slowly, unit it fell on the carriage board , and the overlap was completed. At 
this point, the forkli� can quickly and safely enter and exit the truck for loading 
and unloading.

Applicable places : Large enterprises with frequent loading and unloading 
vehicles and different vehicle models, warehouses, sta�ons, docks, warehouse 
logis�cs bases, Postal transporta�on, logis�cs distribu�on etc.



Loading Capacity and Type Selec�on

5tons

8tons

10tons

14tons

8tons

11tons

13tons

17tons

2.5tons plug-in

3.5tons plug-in

5 tons plug-in

6 tons plug-in

6mm

8mm

8mm

10mm

12mm

16mm

16mm

16mm

60 channel steel

100channel steel

100 channel steel

100 channel steel

4mmL steel

4mmL steel

14#I-beam

16#I-beam

Panel 
thickness

Panel 
Reinforcement

Thickness of 
mouth plate Base frame Sta�c load

Use forkli�
range

Dynamic 
load

Op�on
Mechanical dock leveler. (special 
for the chemical industry, flam-
mable and explosive areas)
No electric parts

Op�on
Air bag dock leveler.(Special for the high 
requirement of the cleanness and 
hygiene area.)
No oil leakage , avoid the pollu�on of 
the indoor environment, great improve 
the loading bay cleanness and improve 
the working environment 



Hydraulic Telescopic Dock leveler

The telescopic lip plate is 0.5-1.2m, which is most suitable for the cold chain loading 
and unloading area, or the loading bay with thermal insula�on requirements. The 
super long overlapping lip plate can make the pla�orm installed behind the thermal 
insula�on sliding door, and keep the cold chain sec�on in the cold chain transporta�on 
process, which greatly saves energy . Very suitable for food, medicine and cold chain 
logis�cs industries.
The telescopic and li�ing strokes of the lip plate are con�nously adjustable, with an 
accuracy of up to 1cm, which is suitable for loading and unloading vehicles full of 
goods. Even if the rear of the freight  car has been filled with pallets, leaving only li�le 
lap space for the pla�orm lip, the loading can be completed normally.

Applica�on



Loading Capacity and Type Selec�on

6tons

8tons

10tons

15tons

8tons

11tons

13tons

18tons

2.5tons plug-in

3.5tons plug-in

4.5 tons plug-in

6.7 tons plug-in

6mm

8mm

8mm

8mm

12mm

16mm

16mm

16mm

60 channel steel

100channels 

100 channels

100 channels 

4mmL steel

4mmL steel

14#I-beam

14#I-beam

Panel 
thickness

Panel 
Reinforcement

Thickness of 
mouth plate Base frame Sta�c load

Use forkli�
range

Dynamic 
load



Mechanical Dock Shelter

Applica�on

Modern logis�cs or factories have higher and higher requirements on the cleanliness, 
temperature control of the internal environment of the warehouse and the sealing and 
thermal insula�on during the loading and unloading process. Improve the clean environ-
ment inside the plant. The mechanical dock shelter can be flexibly adjusted according to 
the size of the car, suitable for various occasions, and can meet the needs of most 
customers.
The top and side curtains of good quality are mounted on a retractable galvanized steel 
frame, which cons�tutes a stable and durable structure that is flexible and flexible. It can 
protect the cargo being loaded from wind and rain, save energy expenditure, and avoid 
gas convec�on.  

Flexible Size, can adapt 
to different models with 
large size difference.

The curtain plate and the 
frame are independent 
components, which can be 
easily assembed with bolts. 
Similarly, replacement and 
maintanance are also very 
simple and economical. 

The flexible and flexible structure 
does not have high requirements 
on the strength of the external 
wall of the building, and the 
pressure is small, which can be 
applied to different walls. 



Sponge Dock Shelter
Applica�on

Op�onal models

The fireproof sponge filled inside the sponge door seal has excellent thermal insula�on 
performance, and is especially suitable for low temperature preserva�on or freezing 
loading and unloading ports. It can reduce the heat exchange of cargo circula�on and 
loadign and unloading in a limited way, greatly reduce the cooling energy consump�on 
and save energy costs.
Suitable for vehicles of uniform size.
The interior is filled with fireproof material, the surface layer is PVC fabric with self-ex�n-
guishing func�on, and the sides that are in fric�onal contact with the vehicle on both 
sides and the top are equipped with extremely wear-resistant and squeeze-resistant 
folds, which is safe and durable

Adjustable sponge dock shelter
It is suitable for loading and unloading areas with different thermal insula�on require-
ments.



Inflatable Dock Shelter
Applica�on

The adjustable range of the inflatable dock shelter is very large, 
which is very suitable for occasions where the size of the truck 
changes greatly. The inflatable door seal �ghtly surrounds the 
freight car compartment, and its excellent sealing effec�vely 
prevents cold air from entering the warm room or hot air from 
entering the cold storage, thereby achieving energy saving.
A�er the loading and unloading is completed, the blower is 
turened off, and the airbag will quickly and efficiently discharge the 
gas in the airbag under the ac�on of the counterweight and the 
built-in tensioning rope.
Excellent thermal insula�on, sealing, high efficiency and other 
proper�es make the inflatable door seal applied to heat preserva-
�on and air �ght places with high requirements, such as cold chain 
logis�cs, food, pharmaceu�cal and other industries.



The top and both sides are 42mm thick polyurethane 
sandwich insula�on boards, and the suppor�ng 
profiles are anodized aluminium alloy profiles, which 
form a sealed insula�on space when loading and 
unloading

The top and side curtains are made of double-layer 
polyester fabric fiber with thickness of 3mm and 
UPVC coa�ng on both sides to protect the inflatable 
airbag. The high-frequency welded inflatable airbag 
can resist harsh weather and maintain elas�city for 
long �me.

The airbag adopts its wear-resistant and pressure-re-
sistant blade scraper material, which can withstand 
high temperature, ultraviolet rays, corrosion etc.
Applicable to any car models with different size.

The airbag can be fully opened within 10s, and can be 
fully retracted within 10s.

Seal the Insula�on Space

Technical Data

Strong Airbag Structure

Applica�on loca�on                   Cold storage loading bay

Power supply

Working temperature

Air Bag Material

Running speed

Shrinkage

Standard size

3-phase 380 + 10%v, 50/60HZ, 0.75kw

-30oC-70OC.

Highly PVC airtight material; 0.9mm thick

10s

Top 600-1000mm, Side 600mm

W3400*H3600mm



Head Office
Entrar Access Technologies UK LTD

124 City Road, EC1V 2NX
London, United Kingdom
Call:+44(0)207 566 3939 

Company registra�on in England and Wales:06294297

Entrar Access Technologies 
GBC 2

Opposite to Old Airport Arrival Terminal
C Ring Rd,Doha, Qatar

Call: +97444023014

UK & Europe Middle East & Africa India & Far East

Entrar Access Technologies  India PVT LTD
No A-83, First Floor, Road No 2, Mahipalpur Extn,

New Delhi, Delhi
Call: +918310330566
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EN  AUTOMATION SYSTEM 

EN 2000 SECTION 
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Roller Shutter
Door Series

wwww.entraraccess.com
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Steel Roller Shutter Door

Application

Wind-resistant and anti-theft, high cost-effective steel roll-
ing door is suitable for all industial and commercial places. 
Wide range door openings,0.8-1.5mm thickness industrial 
grade heavy duty slats. The maximum door opening size can 
be W12m*H10m. All kinds of curtains can meet various 
needs of customers, such as thermal insulation , sound insu-
lation, wind resistance, ventlation, beauty and so on.    
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 Strong wind resistance
The arched section, the facade strength is creased by 85%, and the wind resistance level is 
12(35m/s). In the hurricane- prone area, special wind-resistant curtains and wind - resistant 
tracks can ensure the safety of your factory.

Long life 

Simple structure, industrial grade materials, low maintanance 

rate and stable operation.    

Strong corrosion resistance 
The surface of the curtain and the track can be double treated with galvanizing and 
electrostatic spraying, and has strong corrosion resistance. The color of the surface 

coating can be specially customized to match your building.



Technical Data            

                          

Application  location                          

Operation

Power supply

Max Dimension

Wind Resistant 

Running Speed

Slats

Guide rail material

Working temperature

Service life 

Color

Modified atmosphere storehouse

Automatic

Single phase, 220V, or 3phase 380    10%V, 50/60HZ

W12000   H10,000mm

Class 3

5-12m/minutes

PPGI or stainless steel/304 Stainless S teel

PPGI or stainless steel, or Aluminium Alloy

-35 to 60oc

20 years

RAL

+
_
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Fire Resistance Roller Shutter 

1-hour, 2-hour or 4-hour fire rated specifications.

Vertical, Lateral Sliding and Horizontal Escalator purpose design.

Motorised and Non-motorised method of closure

Standard or delay-timer type of closure. Delay timer refers to 
shutters begin closing after a pre-set time when fire signal is re-
ceived.
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Aluminium Alloy Roller Shutter Door

Good thermal insulation and sound insulation 
effect, can be applied to industial plants,more 
suitable for commercial residential garages 
and other places.

Application
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All kinds of curtains can meet various needs of customers, such as thermal insulation , sound 
insulation, wind resistance, ventilation, beauty and so on.   

A variety of curtains are available
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The high-end atmospheric appearance is equipped with an 
industrial-grade external motor, which greatly increase the 
service life.

Greatly save the space above the door opening, the appearance is more 
compact and beautiful.

Small size Built-in motor

Large size external motor
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Aluminium Alloy Guide Rail



Modified atmosphere storehouse

Automatic

Single phase, 220V, or 3-phase 380   10%V,50/60Hz

W8000   H7000mm

35m/s

5-12m/minutes

Aluminium Alloy

Aluminium Alloy

20 years

Aluminium Alloy white  or customised

+
_

Technical Data

Application  location                          

Operation                                

Power supply

Max Dimension

Wind Resistant 

Running Speed

Slats

Guide rail material 

Service life 

Color 

www.entraraccess.com www.entraraccess.com 

The high-end atmospheric appearance is equipped with an 
industrial-grade external motor, which greatly increase the 
service life.
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Window Shutters

Application

Wind-resistant and anti-theft, high cost-effective steel rolling door is 
suitable for all industial and commercial places. Wide range door 
openings, 0.8-1.5mm thickness industrial grade heavy duty slats. The 
maximum door opening size can be W12m*H10m. All kinds of curtains 
can meet various needs of customers, such as thermal insulation, 
sound insulation, wind resistance, ventlation, beauty and so on.    
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Technical instruction：
Operation device : Double Electric tubular motor.

Shutter Slat:  Double layer hollow aluminum alloy ,OR inside fill with PU Foam.Standard color: 
grey white; brown,Surface treatment: Static-electric powder coating. Slats height: 55mm;
Thickness: 0.7mm+0.7mm.

Guiding rail:  Aluminum alloy material; Standard color: milk white; Surface treatment: 
Static-electric powder coating.

Sealing function: High-quality EPDM sealing brush and sealing rubber in both two sides and 
bottom of every door.

Top hood cover : Powder coated steel sheet cover, to protect top roller dust. And also make 
door more beautiful.
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Two side Guide rails

Slats Curtain
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Double motor and control box

Aluminium Alloy Side Cover
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Horizontal Rolling Shutter
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Specifications

1-hour, 2-hour or 4-hour fire rated specifications.

Straight or Escalator (Zig-Zag) Travel Path.

Single-span or double-span at varied lengths.

Motorised and non-motorised method of closure.

Standard or delay-timer type of closure. Delay timer refers to shut-
ters begin closing after a pre-set time when fire signal is received.

Max sizes; since we perform continuous R&D, larger sizes can be 
provided upon consultation. 
4 hour: 5.5m(w) x 20m(l) in a single panel. 
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Spiral Rolling Shutter 

A spiral rolling shutter is a common industrial door used in 
factories, indoors and outdoors. It operates efficiently by roll-
ing the door curtain around a spiral-shaped barrel, saving 
space. Known for sleek design, thermal insulation, and dura-
bility, it seals against dust and enhances security. Equipped 
with multiple sensors, it promotes energy efficiency and main-
tains a clean, safe factory environment
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Advantages of the Spiral Glide Shutter

The Entrar spiral rolling shutter offers space-saving design and enhanced security 
with its durable construction and effective sealing properties. Its excellent thermal 
insulation and dust-proofing capabilities maintain a clean and comfortable work-
ing environment, while smooth operation and energy-efficient features ensure 
seamless functionality in factory settings. Overall, the Entrar spiral rolling shutter 
provides reliable performance and peace of mind for industrial applications.

The shutter's incorporation of sensors and 
automation further enhances energy effi-
ciency and convenience, making it a versa-
tile and practical choice for industrial door 
solutions.

Space Efficiency           Enhanced Security         Energy Efficiency
                                          &Protection
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Introducing Entrar Access Solutions, a premium 
high-speed door solution designed for areas demanding 
both logistics efficiency and top-tier security. With auto-
matic super-fast opening and closing, along with innova-
tive features like curtain roll-up in the guides and custom-
izable options such as transparent Polycarbonate sheet 
and PVC windows, Opara ensures optimal performance, 
aesthetics, and reliability.

Entrar offers a perfect solution for areas requiring high lo-
gistics efficiency, heavy traffic management, and robust 
security measures, featuring automatic super-fast open-
ing and closing, curtain roll-up in the guides, full availabil-
ity in transparent Polycarbonate sheet, reduced air leak-
age and heat preservation, optional transparent PVC win-
dows, a torsion spring integrated into the guide rail, and a 
combination of aesthetic appeal, energy efficiency, 
weather resistance, and reliability.

Product Features
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Thickness of Door Curtain(mm)

Color

Material door frame(mm)

Motor

Control Box

Safety system

Transparent Window

Level of wind resistance(m2)

Open method

Opening speed(m/s)

Power(kW)

Voltage

Volume(L*W*H/Mm)

Weight(kg)

Specifications

40mm (polyurethane Industrial Insulation materials and Aluminium surface)

Yellow, Red, Blue, White, Grey (Optional)

0.7mm aluminium alloy

Servo Motor(power)

IP54 can be waterproof and dust proof even in harsh environment

Standard infrared safety protection eye on the both side and safety soft button 

Polyurethane board and double layer structure(option)

12 level can resist 32m/s

Push button (pull switch option)

1.2-2.35m/s(Adjustable), Opening 200 times every day

1.5kW

220V/14A/50Hz(Customizes according to customer’s country)

6200*900*900,6000*900*900,7300*900*900,7300*900*900

950kg, 900kg,1.5t, 1t STRUCTURES
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Other Informations 

The safety features of the door include standard infrared 
safety photoelectric protection (Omron), with optional 
safety enhancements such as a safety bottom edge (BKJ) 
and light curtain (0.3m-1m). The door's opening methods 
consist of double-sided manual buttons as standard, 
complemented by radar, geomagnetism, pulling rope, 
remote control, bluetooth, and card access control.

Installation requirements dictate a 1070mm space for the 
head of the door, 500mm for the motor side, and 310mm 
for the non-motor side, barring special cases. In case of 
power failure, a manual opening device serves as the 
emergency solution. The motor installation offers flexibili-
ty, accommodating placements on the left, right, front, or 
even built-in configurations.



Head Office
Entrar Access Technologies UK LTD

124 City Road, EC1V 2NX
London, United Kingdom
Call:+44(0)207 566 3939 

Company registra�on in England and Wales:06294297

Entrar Access Technologies 
GBC 2

Opposite to Old Airport Arrival Terminal
C Ring Rd,Doha, Qatar

Call: +97444023014

UK & Europe Middle East & Africa India & Far East

Entrar Access Technologies  India PVT LTD
No A-83, First Floor, Road No 2, Mahipalpur Extn,

New Delhi, Delhi
Call: +918310330566
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Motor controller are powered by siemens technology























Door Accessories



EN-TE-001 EN-TE-002

EN-TE-004

Specifica�ons

 Entrar Catalogue |  Door accessories

Turn and Emergency Coin Release With Indicator

Material 

Applicable 

Door thickness

Spindle

Stainless Steel 304/ 316 grade

Wooden door, Metal door, Bathroom door

35mm - 55mm

6 x 6, 8 x 8 mm

:

:

:

:

EN-TE-005 EN-TE-006

EN-TE-003

1



EN-TE-007 EN-TE-008

EN-TE-009 EN-TE-010

 Entrar Catalogue | Door accessories 

Turn and Emergency Coin Release With Indicator

Specifica�ons

Material 

Applicable 

Door thickness

Spindle

Stainless Steel 304/ 316 grade

Wooden door, Metal door, Bathroom door

35mm - 55mm

6 x 6, 8 x 8 mm

:

:

:

:

2
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Door Protec�on Plates

 Dimensions: 1.5 mm Thickness

 Length        :  as per request

 Height        :  as per request

 Finish          :  SSS & PSS

Armor Plate

Armor Plate

Kick Plate

Kick Plate

Stretcher Plate

Stretcher Plate

Mop Plate

Mop Plate

Mop Plate

EN-KP-200DW EN-MP-150DW EN-SP-300DWEN-AP-1000DW
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Door Push and Pull Plates

Push Plate

Push Plate
Pull Plate
Signages

Material     : Stainless Steel 304/316

Thickness   : 1.5 mm,2.0 mm.3,0 mm

Applica�on : Wooden Doors, Metal Doors, Aluminium Doors.

EN-PP-001 EN-PP-002

EN-PP-003 EN-PP-004

Push plate (Square rype)

A: 100 x 300 x 1.5 mm

B: 100 x 300 x 2.0 mm

C: 75 x 300 x 1.5 mm

D: 75 x 300 x 2.0 mm

Item code

EN-PP-001A

EN-PP-001B

EN-PP-001C

EN-PP-001D

Item code
EN-PP-002A
EN-PP-002B
EN-PP-002C
EN-PP-002D

Push plate (Square type)
All plates are drilled and countersunk as 
standard with radius corners
Engraved to order
A: 100 x 300 x 1.5 mm
B: 100 x 300 x 2.0 mm
C: 75 x 300 x 1.5 mm
D: 75 x 300 x 2.0 mm

Push plate

A: 100 x 400 x 1.5 mm   EN-PP-003A

B: 100 x 400 x 2.0 mm   EN-PP-003B

4

Push plate

A: 100 x 400 x 1.5 mm   EN-PP-004A

B: 100 x 400 x 2.0 mm   EN-PP-004B
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Door Push and Pull Plates

Pull Plate

Blank Push Item code

Pull handle with Plate

EN-PP-008

EN-PP-005

EN-PP-006

EN-PP-007

Item code
EN-PP-006A
EN-PP-006B
EN-PP-006C
EN-PP-006D

Item code

EN-PP-007A

EN-PP-007B

EN-PP-007C

EN-PP-007D

Item code

EN-PP-008A

EN-PP-008B

A: 100 x 300 x 1.5 mm       EN-PP-005A     

B: 100 x 300 x 2.0 mm       EN-PP-005B

C: 100 x 400 x 1.5 mm       EN-PP-005C

D: 100 x 400 x 2.0 mm       EN-PP-005D

Pull handle with plate

A: 170 x 170 x 1.5 mm

B: 170 x 170 x 2.0 mm

C: 170 x 170 x 3.0 mm

Pull handle with plate

A: 100 x 300 x 1.5 mm

B: 100 x 300 x 2.0 mm

C: 100 x 400 x 1.5 mm

D: 100 x 400 x 2.0 mm

Pull plate with handle

A: 100 x 300 x 1.5 mm

B: 100 x 300 x 2.0 mm

Handle : O22 x C to C 203mm

   5
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Applica�ons : Schools, Commercial & Industrial Buildings

                           Mul�family & mixed -use

                           Government & Military Facili�es

                           Public Buildings & Facili�es

Size                : A: 100 x 400 x 1.5mm             EN-PP-009A

                         B: 100 x 400 x 2.0mm             EN-PP-009B

Applica�ons : Schools, Commercial & Industrial Buildings

                           Mul�family & mixed -use

                           Government & Military Facili�es

                           Public Buildings & Facili�es

Size                : A : 100 x 400 x 1.5mm     EN-PP-020

                         B: 100 x 400 x 2.0mm      EN-PP-021

Door Push and Pull Plates

EN-PP-009

EN-PP-010

A                     B

   A                 B
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EN-PP-006-A

 Entrar Catalogue | Door Accessories 

Washroom (Square type)

Size : 100 x 100 x 1.5 mm

Door Accessories

EN-PP-006-B

EN-SA-002 EN-SA-003EN-SA-001

EN-SA-004 EN-PP-005

Male Female

Disabled

Washroom (Square type)

Size : 100 x 100 x 1.5 mm

Unisex Public Washroom 

(Square type)

Size : 130 x 170 x 1.5 mm

Washroom ( Square type)

Size : 100 x 100 x 1.5 mm

Pull plate (Round plate)

Size : O76 x 1.5 mm

Pull plate (Round plate)

Size : O76 x 1.5 mm

Fire Door Signature( Square type)

Size : O 76 x 1.5 mm
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Door Viewers
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Door Viewer

Without cover

With cover
With cover

Without cover

With cover

Without cover

EN-DV-002

EN-DV-003

EN-DV-001

Specifica�ons

Material                : Brass/ Zink Alloy, Glass Lens

With cover / Without cover

Door Thickness   : 1.5 mm, 2.0 mm.3.0 mm

Applica�on          : Wooden Doors, Metal Doors.

BP GP AB AC

Finishes

CP SN
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Fire Rated  Door Viewer 

EN-DV-004

With cover/ without cover

Applica�on       : Wooden doors, metal door

Door thickness : D=40-65 mm

 Entrar Catalogue |  Door Accessories

Features

Specifica�ons
UL Listed peephole Fire fire rated door eye viewer for front door.

UL Listed, UL 10C Fire Rated 1.5 hours.

Material : Steel, glass lens

Finishes

BP CP SN AB AC GP

9



 Entrar Catalogue | Door Accessories 

Specifica�ons

Material                : Brass/ Zink Alloy, Glass Lens

With cover / Without cover

Door Thickness   : 1.5 mm, 2.0 mm.3.0 mm

Applica�on          : Wooden Doors, Metal Doors.

With cover

Without cover

With cover

Without cover

Door Viewer

EN-DV-005

EN-DV-006

BP GP AB AC

Finishes

CP SN
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Specifica�ons

Door Viewer

Material                : Steel,Glass Lens

With cover / Without cover

Door Thickness   : D = 35-60 mm

Applica�on          : Wooden Doors, Metal Doors.

EN-DV-007

BP GP AB AC

Finishes

CP SN
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Floor Mounted Door Stops

Specifica�ons
Stainless Steel Door Stopper

Floor mounted type

EN-DS-001

EN-DS-002

Specifica�ons

Stainless Steel / Zink Alloy Door Stopper

Floor mounted type

SSS PSS BP GP AB AC

Finishes

SSS PSS BP GP AB AC

Finishes
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Floor Mounted Door Stops

Specifica�ons
Stainless Steel Door Stopper

Floor mounted type

EN-DS-004EN-DS-003

EN-DS-005

Specifica�ons

Stainless Steel / Zink Alloy Door Stopper

Floor mounted type

SSS PSS BP GP AB AC

Finishes

 Entrar Catalogue | Door Accessories 

SSS PSS BP GP AB AC

Finishes
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Specifica�ons
Stainless Steel Door Stopper

Floor mounted type

Specifica�ons
Stainless Steel Door Stopper

Floor mounted type

Screw and plug included

Floor Mounted Door Stops

EN-DS-006

EN-DS-007

SSS PSS BP GP AB AC

SSS PSS BP GP AB AC

Finishes

Finishes
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Wall Mounted Door Stops

Floor Mounted Door Stops

Specifica�ons

Stainless Steel / Zink Alloy Door Stopper

Floor mounted type

EN-DS-008

Specifica�ons

Stainless Steel Door Stopper

Wall mounted type

Screw included

EN-DS-009

SSS PSS BP GP AB AC

Finishes

SSS PSS BP GP AB AC

Finishes
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Wall Mounted Door Stops

Specifica�ons

Zink Alloy Door Holder 

Wall mounted type

Specifica�ons

Stainless Steel Door Stopper

Wall mounted type

EN-DS-010

EN-DS-011

SSS PSS BP GP AB AC

Finishes

SNSSS PSS BP GP AB AC

Finishes
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Wall Mounted Door Stops

Specifica�ons

Stainless Steel Concave Stopper

Wall mounted type

Specifica�ons

Stainless Steel Door Stopper

Wall mounted type, also can be used as coat hook.

Screws included

EN-DS-012

EN-DS-013 EN-DS-014

SSS PSS BP GP AB AC

Finishes

SN
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Magne�c Door Stops

Stainless Steel / Zink Alloy Door Stopper, Magne�c

EN-DS-015

EN-DS-016

SSS PSS GP ABAC

Finishes

CP NP

Specifica�ons

18
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Magne�c Door Stops

Specifica�ons

Zink Alloy Door Stopper, Magne�c

Floor mounted type

Specifica�ons
Stainless Steel / Zink Alloy Door Stopper

Floor mounted type

EN-DS-018

EN-DS-017

SSS PSS BP GP AB AC

Finishes

Finishes

BP GP AB AC CP SN
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Wall Mounted Door Stops

Stainless Steel / Zink Alloy Door Stopper

Floor mounted type

Foot Operated Door Holder Door Mounted Type

Material  : Stainless Steel/ Zink Alloy

Specifica�ons

EN-DS-019

EN-DS-020

SSS PSS SNP SCP AB AC

Finishes

20
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Floor Mounted Door Stops

Specifica�ons

Stainless Steel Door Stopper

Floor mounted type

Specifica�ons

Stainless Steel Door Stopper

Floor mounted type

EN-DS-022

EN-DS-021

SSS PSS BP GP AB AC

Finishes

SSS PSS BP GP AB AC

Finishes
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Wall Mounted Door Stops

Floor Mounted Door Stops
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Specifica�ons

Stainless Steel Door Stopper

Floor mounted type

EN-DS-024

EN-DS-023

Specifica�ons

Stainless Steel Door Stopper

Wall mounted type

SSS PSS BP GP AB AC

Finishes

SSS PSS BP GP AB AC

Finishes
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Floor Mounted Door Stops

Specifica�ons

Stainless Steel Door Stopper

Floor mounted type

EN-DS-025

SSS PSS BP GP AB AC

Finishes
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Magne�c Door Stops

Wall Mounted Door Stops

Specifica�ons

Stainless Steel Door Stopper

Wall mounted type

Specifica�ons

Rubber Magne�c Door Stopper Catch Kit For Bifold Door

Used on bifold Doors

Material : Rubber 

EN-DS-026

EN-DS-027

SSS PSS BP GP AB AC

Finishes
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Door Stops

Specifica�ons

Hinge pin Door Stopper

Stainless Steel

No fasteners necessery

Fits most standard residen�al door hinges

Self-adjus�ng pad protects your door

Decora�ve finish to match any home decora�on 

EN-DS-028

SSS PSS BP GP AB AC

Finishes
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Door Holder and Stoper

Specifica�ons

Overhead Door Holder & Stopper

Stainless Steel

Non - Handed

Single-Ac�ng Doors

Interior/Exterior Applica�ons

Durable

Easy to Intall

Improved Corrosion Resistance

EN-DS-029

26



 Entrar Catalogue | Door Accessories 

Floor Mounted Door Stops

Specifica�ons
Stainless Steel Door Stopper

Floor mounted type

EN-DS-030

EN-DS-031 EN-DS-032

SSS PSS BP GP AB AC

Finishes
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Wall Mounted Door Stops

Specifica�ons

Stainless Steel Door Stopper

Wall mounted type

EN-DS-033

SSS PSS BP GP AB AC

Finishes
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Roller Catch

Specifica�ons
Stainless Steel Roller Catch

Specifica�ons
Heavy Duty Roller Catch

Stainless Steel 304 grade / Brass

Easy installa�on

Adjustable roller

EN-RL-001

EN-RL-002

SSS PSS CP GP AB AC SN

Finishes
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Flush Bolt

EN-FBW-08

EN-FBM-08

Specifica�ons
Stainless Steel Flush Door Bolt for Wooden door

Size : 8”, 10”, 12”, 18”, 24”

Specifica�ons
Stainless Steel Flush Door Bolt for Metal door

Size : 6”,8”, 10”, 12”, 18”, 24”

SSS PSS BP GP AB AC

Finishes

NOTE: Last two digit suffixes in the itemcode varies as per rod length as indicated above 

A

6”/8”/10”/12”/18”/24”

6”/8”/10”/12”
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Flush Bolt

EN-AFBM-12

Specifica�ons
Automa�c Bolt for Metal door

Fully Automa�c -inac�ve door is latched when ac�ve door closes, bolts retract when ac�ve door is opened

Non handed

Bolts have 3/4” throw with a T/8 ver�cal adjustment

Standard Rod Length is 12”, which is measured from the center of the flush bolt body to the bolt �p

Op�onal rod lengths available for top bolt for 18”, 24”, 36” and 48”

SSS PSS BP GP AB AC

Finishes

NOTE: Last two digit suffixes in the itemcode varies as per rod length as indicated above 
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Flush  Bolt

EN-AFBW

Specifica�ons
Fully Automa�c -inac�ve door is latched when ac�ve door closes, bolts retract when ac�ve door is opened

Non handed

Stainless steel

Size    : 215 x 25mm

SSS PSS BP ABAC

Finishes

NOTE: Last two digit suffixes in the itemcode varies as per rod length as indicated above 
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Security Door Guard

EN-DG-001

EN-DG-003

Specifica�ons
Material : Stainless Steel / Zink alloy

EN-DG-002
Concealed Security Door chain 

Security Door Guard

Security Door chain 

SSS PSS SNP SCP AB AC

Finishes
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Dust Proof Socket

EN-DP-001

EN-DP-002

Dust Proof Socket / Strike

Dust Proof Strike with Plate

Specifica�ons
Material : Stainless Steel 
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SSS PSS PVD AB AC

Finishes

SSS PSS PVD AB AC

Finishes

19

39

1325

50

O13.5

O19

25

39

O23
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Dust Proof Socket

EN-DP-003

EN-DP-004

Dust Proof Strike with Plate

Specifica�ons
Material : Brass

Specifica�ons
Material : Stainless Steel 

Dust Proof Strike 
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SSS PSS PVD AB AC

Finishes

Finishes

P&L S&L ACABSCP SNP
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Flush Pull Handle 

EN-FP-001 EN-FP-002

EN-FP-003 EN-FP-004

EN-FP-005 EN-CP-001

Specifica�ons
Material : Stainless Steel 304 / 316 grade

 Entrar Catalogue |  Door Accessories

SSS PSS MB AB AC

Finishes
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Flush Pull Handle 

EN-CH-001 EN-CH-002

EN-CH-003 EN-CH-004

EN-FP-006 EN-FP-007

Specifica�ons
Material : Stainless Steel 304 / 316 grade
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SSS PSS MB AB AC

Finishes

37



Flush Pull Handle 

EN-FP-008 EN-FP-009

EN-FP-010 EN-FP-011

Specifica�ons
Material : Stainless Steel 304 / 316 grade

 Entrar Catalogue | Door Accessories 

SSS PSS MB AB AC

Finishes

100

33.5

17.5

60
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EN-ES-001 EN-ES-002

EEN-ES-003 EN-ES-S004

EN-ES-005 EN-ES-006

EN-ES-007 EN-ES-008

 Entrar Catalogue |  Door Accessories

MBSSS PSS PVD

Finishes

AB

Europrofile Round Escutcheon
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Finishes

SSS

PSS

PVD

BP

GP

AB

AC

CP

SN

SCP

SNP

P&L

S&L

MB

Sa�n Stainless Steel

Polished Stainless Steel

Physical Vapor Deposi�on

Polished Brass

Gold Plated

An�que Brass

An�que Copper

Polished Chrome

Sa�n Nickel

Sa�n Chrome Plate

Sa�n Nickel Plate

Polish + Clear coa�ng

Sa�n + Clear coa�ng

Ma�e Black

 Entrar Catalogue | Finishes



Door Handles



Tubular Lever Handle

EN-LE-001 EN-LE-002 EN-LE-003 EN-LE-004

Stainless Steel 304 / 316 grade

Sprung lever

Spindle 8 x 8 mm

Concealed Screw Fixing

Door Thickness 35-55 mm

Matching Escutcheons for euro cylinder

Cer�fied to BS EN 1906:2012 - Grade 4

Tested to 300,000 Cycles

Suitable for wood and metal doors

Specifica�ons

Features

SSS PSS PVD AB MB

Finishes

 Entrar Catalogue |  Lever Handles 1



Tubular Lever Handle

Stainless Steel 304 / 316 grade

Sprung lever

Spindle 8 x 8 mm

Concealed Screw Fixing

Door Thickness 35-55 mm

Matching Escutcheons for euro cylinder

Cer�fied to BS EN 1906:2012 - Grade 4

Tested to 300,000 Cycles

Suitable for wood and metal doors

Specifica�ons

Features

EN-LE-006EN-LE-005

SSS PSS PVD MB

Finishes

 Entrar Catalogue |  Lever Handles

AB

2



 

EN-LE-008

      Stainless steel 304 / 316 grade

      Sprung Lever

      Spindle 8×8 mm

      Concealed Screws Fixing 

      Door Thickness 35-55 mm

      Matching Escutcheons for Euro Cylinder

     Cer�fied to BS EN 1906:2012- Grade 4

     Tested to 300,000 cycles

     Suitable for wood and metal doors

 Entrar Catalogue |  Lever Handles

Hollow Lever Handle

Finishes

SSS PSS PVD MB

Specifica�ons

Features

AB

EN-LE-007
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EN-LE-009 EN-LE-010 EN-LE-011 EN-LE-012

Hollow Lever Handle

      Stainless steel 304/316 grade

      Sprung Lever

      Spindle 8×8 mm

      Concealed Screws Fixing 

      Door Thickness 35-55 mm

      Matching Escutcheons for Euro Cylinder

      

     Cer�fied to BS EN 1906:2012- Grade 4

     Tested to 300,000 cycles

     Suitable for wood and metal doors

 Entrar Catalogue |  Lever Handles

Finishes

SSS PSS PVD

Specifica�ons

Features

AB
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Tubular Lever Handle

Specifica�ons

EN-LE-013 EN-LE-014

EN-LE-015 EN-LE-016

EN-LE-017 EN-LE-018

SSS PSS PVD MB

Finishes

Conforms to EN 1906 : 2012

Concealed Fixings 

Spring assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Material Stainless Steel  304/ 316 grade

Diameter : O 16/ O19/ O20/ O22mm

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

For 35-55 mm thickness doors

 Entrar Catalogue |  Lever Handles

AB
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Tubular Lever Handle

EN-LE-019

EN-LE-021

EN-LE-024

EN-LE-023

EN-LE-025

EN-LE-020

MB

Specifica�ons

SSS PSS PVD

Finishes

Conforms to EN 1906 : 2012

Concealed Fixings 

Spring assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Material Stainless Steel  304/ 316 grade

Diameter : O 16/ O19/ O20/ O22mm

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

For 35-55 mm thickness doors

 Entrar Catalogue |  Lever Handles

AB

 6



Tubular Lever Handle

EN-LE-026 EN-LE-027

EN-LE-028

EN-LE-030 EN-LE-031

MB

Specifica�ons

SSS PSS PVD

Finishes

Conforms to EN 1906 : 2012

Concealed Fixings 

Spring assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Material Stainless Steel  304/ 316 grade

Diameter : O16/ O19/ O20/ O22mm

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

For 35-55 mm thickness doors

 Entrar Catalogue |  Lever Handles

AB

EN-LE-029

 7



Tubular Lever Handle

EN-LE-032

MB

Specifica�ons

SSS PSS PVD

Finishes

Conforms to EN 1906 : 2012

Concealed Fixings 

Spring assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Material Stainless Steel 304/ 316 grade

Diameter : O16/ O19/ O20/ O22mm

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

For 35-55 mm thickness doors

 Entrar Catalogue |  Lever Handles

AB

129
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Tubular Lever Handle

EN-LE-033

SSS PSS

Specifica�ons

PVD

Finishes

Conforms to EN 1906 : 2012

Concealed Fixings 

Spring assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Material Stainless Steel 304/ 316 grade

Diameter : O16/ O19/ O20/ O22mm

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

For 35-55 mm thickness doors

 Entrar Catalogue |  Lever Handles

MBAB
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Solid Lever Handle

EN-LE-SH001 EN-LE-SH003

Stainless steel  304/316 grade

Sprung Lever

Spindle 8×8 mm

Concealed Screws Fixing 

Door Thickness 35-55 mm

Matching Escutcheons for Euro Cylinder

      

Features

Specifica�ons

Conforms to BS EN 1906:2012 Grade 4

Tested to 300,000 cycles

Suitable for wood and metal doors

MBSSS PSS PVD

Finishes
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AB AC

EN-LE-SH002
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EN-LE-SH004

Stainless steel  304/316 grade

Sprung Lever

Spindle 8×8 mm

Concealed Screws Fixing 

Door Thickness 35-55 mm

Matching Escutcheons for Euro Cylinder

      

Features

Conforms to BS EN 1906:2012 Grade 4

Tested to 300,000 cycles

Suitable for wood and metal doors

Specifica�ons

EN-LE-SH005

Solid Lever Handle

MB ACSSS PSS PVD

Finishes

 Entrar Catalogue |  Lever Handles

AB
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Solid Lever Handle

Stainless steel 304/316 grade

Sprung Lever

Spindle 8×8 mm

Concealed Screws Fixing 

Door Thickness 35-55 mm

Matching Escutcheons for Euro Cylinder

      

Features

Conforms to BS EN 1906:2012

Suitable for wood and metal doors

Specifica�ons

MBSSS PSS PVD

Finishes

EN-LE-SH006 EN-LE-SH007

 Entrar Catalogue |  Lever Handles

AB
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Solid Lever Handle

Conforms to BS EN 1906:2012

For 35 - 55 mm thichness doors

Specifica�ons

Conforms to BS EN 1906:2012

Stainless steel 304/316 grade

Sprung assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Rose�e type : Clip on / Thread type

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

Features

MBSSS PSS PVD

Finishes

EN-LE-SH008

EN-LE-SH010

EN-LE-SH009

EN-LE-SH012

EN-LE-SH014
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AB

EN-LE-SH011

EN-LE-SH013
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Solid Lever Handle

MBSSS PSS PVD

Finishes

EN-LE-SH015 EN-LE-SH016

EN-LE-SH017 EN-LE-SH018

Specifica�ons
Conforms to EN 1906 : 2012

Concealed Fixings 

Spring assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Material Stainless Steel 304/ 316 grade

Rose�e type : Clip on / Thread type

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

For 35-55 mm thickness doors
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AB
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Solid Lever Handle

MBPVD

Finishes

EN-LE-SH019

EN-LE-SH021

EN-LE-SH020

EN-LE-SH022

Specifica�ons
Conforms to EN 1906 : 2012

Concealed Fixings 

Spring assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Material Stainless Steel 304/ 316 grade

Rose�e type : Clip on / Thread type

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

For 35-55 mm thickness doors

 Entrar Catalogue |  Lever Handles

ABSSS PSS

15



Solid Lever Handle

EN-LE-SH023 EN-LE-SH024

EN-LE-SH025 EN-LE-SH026

EN-LE-SH027

Specifica�ons

MBPVD

Finishes

 Entrar Catalogue |  Lever Handles

ABSSS PSS

16

Conforms to EN 1906 : 2012

Concealed Fixings 

Spring assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Material Stainless Steel 304/ 316 grade

Rose�e type : Clip on / Thread type

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

For 35-55 mm thickness doors



Solid Lever Handle

EN-LE-SH028

EN-LE-SH030

EN-LE-SH029

Specifica�ons
Conforms to EN 1906 : 2012

Concealed Fixings 

Spring assisted chassis

Same lever design with mul�ple escutcheons and func�ons to suit different applica�ons

Material Stainless Steel 304/ 316 grade

Rose�e type : Clip on / Thread type

Spindle : 8 x 8 , 7 x 7 , 6 x 6 mm

For 35-55 mm thickness doors

MBPVD

Finishes

 Entrar Catalogue |  Lever Handles

ABSSS PSS

17



EN-BP

 Entrar Catalogue |  Lever Handles

Lever Handle with Back Plate

Specifica�ons

Material 

Applicable 

Stainless Steel SUS304, SUS316

Designed for commercial applica�on such as Hospitals, Nursing home where frequent 

usage presents.

:

:

ACPVD

Finishes

AB

A : EN-BP-001A B : EN-BP-001B C : EN-BP-001C

SSS PSS
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EN-BP-003

 Entrar Catalogue |  Lever Handles

Lever Handle with Back Plate

Specifica�ons

Stainless Steel SUS304  / SUS316 grade

9mm plate designed to preserve the minimum height with spring mechanism

Concealed screw fixing

Inner rose indenta�on to secure the rose cover with a “clean” look on handle

Hexagonal countersunk to assist thru-bolt fixing

Architectural look achieved by minimum edge radius on rose cover

ACPVD

Finishes

AB

A : EN-BP-003 A B : EN-BP-003 B C : EN-BP-003 C

SSS PSS
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EN-LE-001D

 Entrar Catalogue |  Lever Handles

Turbular Hollow Disable Lever Handle

Specifica�ons

Applica�on range: Hospital, Warehouse or public area.

Apply to the disabled person 

Op�onally match up with panic lock or passenger lock 

Handle shape and length can be designed accordingly 

20



EN-LE-002D

 Entrar Catalogue |  Lever Handles

Turbular Hollow Disable Lever Handle

Specifica�ons

Maximum weight capacity of 220 Ibs

Material     : Heavy duty 304 Stainless Steel

Diameter    : 32mm

Length        : 30”

Installa�on : For right or le� Handed

Finishes

SSS PSS

21



EN-01R EN-02R

EN-03R EN-04R

 Entrar Catalogue |  Lever Handles

Lever Handle 

Specifica�ons

Heavy duty solid lever handle

Escutcheon SUS 304 / 316 Stainless steel

Lever SUS 304 / 316 Stainless steel

Escutcheon thickness : 12 mm

Finishes

SSS

22



 Entrar Catalogue | Lever Handles

Lever Handle 

Specifica�ons

Material : SUS 304 Stainless steel

Escutcheon thickness : 12 mm

Finish : 630 / US32D (Sa�n Stainless Steel), or upon customer requirement

Cylinder : ANSI type cylinder

EN-01P EN-02P

EN-03P EN-04P

Finishes

SSS

23



EN-LE-SHN001

EN-LE-SHN002

EN-LE-SHN003

EN-LE-SHN004

 Entrar Catalogue | Escutcheons 

 Lever Handle on Oval Rose and Escutcheons

24



Pull Handle

EN-PH-001

 Entrar Catalogue |  Pull Handles

SSS PSS MB PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness   : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Item Code Dia o CTC Length Height

EN-PH-001-2545

EN-PH-001-2560

EN-PH-001-2580

EN-PH-001-3060

EN-PH-001-3280

EN-PH-001-3210

EN-PH-001-3215

EN-PH-001-3218

EN-PH-001-3818

25

25

25

30

32

32

32

32

38

300

450

600

450

600

800

1200

1500

1500

450

600

800

600

800

1000

1500

1800

1800

80

80

80

80

80

80

80

80

85

25



Finishes

Pull Handle

EN-PH-002

 Entrar Catalogue |  Pull Handles

SSS PSS MB PVD AB AC

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Item Code Dia o CTC Length Height

EN-PH-002-2225

EN-PH-002-2530

EN-PH-002-2545

EN-PH-002-2560

EN-PH-002-3060

EN-PH-002-3080

EN-PH-002-3210

EN-PH-002-3212

22

25

25

25

30

30

32

32

250

300

450

600

600

800

1000

1200

272

325

475

625

630

830

1032

1232

65

80

80

80

80

80

80

80
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Pull Handle

EN-PH-003

 Entrar Catalogue |  Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Item Code Dia o CTC Length Height

EN-PH-003-2530

EN-PH-003-3230

25

32

300

300

235

332

80

80

SSS PSS MB
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Pull Handle

EN-PH-005

 Entrar Catalogue |  Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Item Code CTC Length Height

EN-PH-005-2530

EN-PH-005-2545

EN-PH-005-2560

EN-PH-005-3230

EN-PH-005-3245

EN-PH-005-3260

25

25

25

32

32

32

300

450

600

300

450

600

325

475

625

332

482

632

80

80

80

80

80

80

Dia o

SSS PSS MB
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 Entrar Catalogue | Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Pull Handle

EN-PH-006

Item Code Dia o CTC Length Height

EN-PH-006-2530

EN-PH-006-3230

25

32

300

300

235

332

80

80

SSS PSS MB
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 Entrar Catalogue |  Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Pull Handle

EN-PH-007

Item Code CTC Length Height

EN-PH-007-1920

EN-PH-007-1930

EN-PH-007-2230

EN-PH-007-2530

EN-PH-007-2560

EN-PH-007-3245

EN-PH-007-3260

EN-PH-007-3280

EN-PH-007-3210

EN-PH-007-3212

19

19

22

25

25

32

32

32

32

32

200

300

300

300

600

450

600

800

1000

1200

219

319

322

325

625

482

632

832

1032

1232

60

60

65

80

80

80

80

80

80

80

Dia o

SSS PSS MB
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 Entrar Catalogue |  Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Pull Handle

EN-PH-008

Item Code Dia o CTC Length Height

EN-PH-008-2530

EN-PH-008-2545

EN-PH-008-2560

25 X 25

25 X 25

25 X 25

300

450

600

235

475

625

80

80

80

SSS PSS MB
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 Entrar Catalogue |  Pull Handles

SSS PSS MB PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Pull Handle

EN-PH-009

Item Code Dia o CTC Length Height

EN-PH-009-2530

EN-PH-009-3230

25

32

300

300

325

332

80

80

32



 Entrar Catalogue |  Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Pull Handle

EN-PH-010

Item Code Dia o CTC Length Height

EN-PH-010-4080

EN-PH-010-4060

40 X 20

40 X 20

800

600

820

620

75

75

SSS PSS MB

33



 Entrar Catalogue |  Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Pull Handle

EN-PH-010-BP

Item Code Dia o CTC Length Height

EN-PH-010-BP400

EN-PH-010-BP450

25

25

400 + 200

450 + 200

425 + 225

475 + 225

80

80

SSS PSS MB
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Pull Handle

EN-PH-011

Item Code CTC Length Height

EN-PH-011-1922

EN-PH-011- 2230

EN-PH-011-2560

EN-PH-011-3080

EN-PH-011-3260

19

22

25

30

32

225

300

600

800

600

244

322

625

830

632

60

60

80

80

80

Dia o

 Entrar Catalogue | Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

SSS PSS MB
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Pull Handle

EN-PH-012

Item Code CTC Length Height

EN-PH-012-2545

EN-PH-012-2560

EN-PH-012-3080

EN-PH-012-3260

25

25

30

32

450

600

800

600

475

625

830

632

80

80

80

80

Dia o
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PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

SSS PSS MB
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Pull Handle

EN-PH-013

Item Code CTC Length Height

EN-PH-013-3245

EN-PH-013-3260

EN-PH-013-3280

EN-PH-013-3210

EN-PH-013-3212

32

32

32

32

32

450

600

800

1000

1200

600

600

1000

1200

1500

80

80

80

80

80

Dia o
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PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

SSS PSS MB
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Pull Handle

EN-PH-014

Item Code CTC Length Height

EN-PH-014-2530

EN-PH-014-2545

EN-PH-014-2560

25 X 25

25 X 25

25 X 25

300

450

600

325

475

625

75

75

75

Dia o
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PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

SSS PSS MB

38



Pull Handle

EN-PH-015

 Entrar Catalogue |  Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Item Code CTC Length Height

EN-PH-015-2530

EN-PH-015-2545

EN-PH-015-2560

EN-PH-015-4060

EN-PH-015-4080

25 X 25

25 X 25

25 X 25

40 X 20

40 X 20

300

450

600

600

800

325

475

625

620

820

75

75

75

75

75

Dia o

SSS PSS MB
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Pull Handle

EN-PH-016

 Entrar Catalogue |  Pull Handles

PVD AB AC

Finishes

Specifica�ons

Material Stainless Steel 304/ 316 grade

Back to back fixing, Bolt through fixing

Packed/ Supplied with fasteners and screws 

Thickness : 1.0 mm, 1.2 mm, 1.5 mm

For Glass door, Timber doors, Metal doors

Item Code CTC Length Height

EN-PH-016-2545

EN-PH-016-2560

EN-PH-016-4060

EN-PH-016-4080

25 X 25

25 X 25

40X 25

40 X 20

450

600

600

800

475

625

620

820

75

75

75

75

Dia o

SSS PSS MB
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Finishes

SSS

PSS

PVD

BP

GP

AB

AC

CP

SN

SCP

SNP

P&L

S&L

MB

Sa�n Stainless Steel

Polished Stainless Steel

Physical Vapor Deposi�on

Polished Brass

Gold Plated

An�que Brass

An�que Copper

Polished Chrome

Sa�n Nickel

Sa�n Chrome Plate

Sa�n Nickel Plate

Polish + Clear coa�ng

Sa�n + Clear coa�ng

Ma�e Black

 Entrar Catalogue | Finishes



VertiGlide
Discover Vertical Lifting,Sliding, 
Doors&Windows



Discover Entrar Access's vertical lifting, sliding, and folding doors and win-
dows, meticulously designed to enhance your space with seamless function-
ality and enduring style. Crafted with meticulous attention to detail, our 
products offer unparalleled durability and aesthetic appeal.

Product Overview

Vertical lifting sliding doors & window

Our commitment to quality is unwavering. All Entrar Access products 
undergo rigorous quality controls, with electrical components CE 
rated to meet European and International standards, ensuring reliabil-
ity and performance. With ISO 9001, ISO 14001, and ISO 45001 certifi-
cations, our dedication to excellence is further validated. We promise 
to make you feel welcome and secure, guiding you through every 
step of the decision-making process to add true value to your busi-
ness. Experience the Entrar Access difference—a journey tailored to 
finding the perfect solution for your entry requirements.

www.entraraccess.com



Product Introduction 

Our sliding windows offer exceptional performance, providing superior sound and heat 
insulation. Enjoy fresh air when desired, with the flexibility to seal them securely during 
inclement weather or at night.

For upscale commercial venues like high-end restaurants, our doors offer full opening ca-
pabilities for optimal ventilation, while their smaller openings provide precise micro-venti-
lation options, satisfying the modern demand for fresh air and a closer connection to 
nature.

The Sunshine House can be lifted freely to meet the individual design needs of designers 
or owners. Wide open for better ventilation, small openings for micro- ventilation

Vertical Lifting Sliding Window 

www.entraraccess.com



Our commitment to quality is unwavering. All Entrar Access products 
undergo rigorous quality controls, with electrical components CE 
rated to meet European and International standards, ensuring reliabil-
ity and performance. With ISO 9001, ISO 14001, and ISO 45001 certifi-
cations, our dedication to excellence is further validated. We promise 
to make you feel welcome and secure, guiding you through every 
step of the decision-making process to add true value to your busi-
ness. Experience the Entrar Access difference—a journey tailored to 
finding the perfect solution for your entry requirements.

Types of  Vertical lifting sliding door & window

www.entraraccess.com
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Components Showcase- Vertical lifting sliding door & window

www.entraraccess.com



Components Showcase- Vertical lifting sliding door & window

www.entraraccess.com



Technical Data:
1. Rated torque: 350N

2. No-load speed: 6 rpm

3. Rated voltage: 220V, 50Hz

4. No-load power: 670W

5. No-load current: 3.15A

6. Continuous running time: 4 min

7. Protection level: IP44

Product Specification- Vertical lifting sliding door & window

www.entraraccess.com



Horizontal Glide Wndows & 
                               Doors



Technical Data:
1. Rated torque: 350N

2. No-load speed: 6 rpm

3. Rated voltage: 220V, 50Hz

4. No-load power: 670W

5. No-load current: 3.15A

6. Continuous running time: 4 min

7. Protection level: IP44

Horizontal Glide Wndows & 
                               Doors

 Technical parameters

Applied voltage:

Current:

Rated power:

Actual power consumption:

Maximum driving force:

Ambient temperature:

Door opening and closing speed:

Keep open time:

Relative Humidity:

Operating noise:

 

220V, 50Hz

 5A

 100W (Double drive 200W)

 90W(Double drive 180W)

 540KG (Double drive 1020KG)

-15oc~+75oc

 0.3~0.6m/s

 0~10s

 65% max

 ≤55db

 

www.entraraccess.com



The main control unit 

 The main control unit adopts PHILIPS, the most advanced microcom-

puter control chip in the field of automatic doors, to ensure that the au-

tomatic sliding door can enter the human-machine dialogue, safety de-

tection, fault display dexterously and reliably, process information more 

accurately and quickly, and fully demonstrate the intelligent The charm 

of automatic sliding doors.

 

Features

Drive unit

The main drive of the sliding door adopts a PWM modular drive circuit 

and a DC motor, which has excellent operation and control characteris-

tics, and can realize the stepless speed regulation of the automatic door. 

Low noise (noise less than 40DB), stable operation, maintenance-free, 

insulation class: F class.

www.entraraccess.com



 Infrared presence safety sensor (Optional part)

 In order to prevent people from being squeezed when the automatic door closing, the BS series sliding door can be 

equipped with an infrared presence sensor. When someone enters the running track of the automatic door, the infrared 

light of the infrared sensor is blocked, and the automatic door remains in the open position to ensure the safety of pe-

destrian. Door zones with a maximum opening of 5 meters can be monitored.

 C ontroller key

 The SDC controller is a dedicated remote controller for two-wire data communication (a replacement for the handheld 

terminal) that directly interfaces with the main control unit bus. It is small and exquisite, quick to install, and easy to use. 

It can be achieved within a range of 50 meters:

 Function switch

 Setting of operating parameters

 Feature status selection

 Fault self-diagnosis display

www.entraraccess.com



 Tracking rail

 The automatic door tracking guide rail is made of formed aluminum material, and 

its technical requirements meet the VDE700T.238 standard. The supporting beam 

and the nylon silent track rail are separable to ensure that the track is easily replaced 

after wear and tear in the future. Strict material standards ensure the strength and 

stability of the automatic telescopic sliding door structure, so that it can operate reli-

ably for a long time.

 Anti-dropping high-speed and high-strength hanger

 The BS series hanger adopts 5MM reinforced iron plate, the nylon rod with the high-

est hardness and toughest on the market for the roller, and the bearing is also highly 

V2 shock-proof garbage, so the running sound is small and with long using time

www.entraraccess.com



 Open method
 Foot sensor

 Using non-contact infrared foot sensor switch, the general installation height is 10CM, stainless steel

 shell, reliable, durable and hygienic.

 Detective sensor

 Use infrared sensors or microwave sensors. Effective monitoring area: maximum 3m×1.5m, minimum

 1m×0.3m.

 Password lock

 The advanced password identification system is adopted to improve the security of the door.

 Card opening

 It can be opened by IC card, radio frequency card and radio frequency password card.

 Push button opening

 Use elbow touch, foot touch and remote button to open. Switching between each opening mode can be

 realized

www.entraraccess.com



 Function description:
  Self-check function

 Whentheautomatic door is powered on, the automatic door first establishes a self-learning process. After completing a 

self-learning process, the automatic door can obtain the following original data: door leaf weight, opening width, and cal-

culate from these original data: The best opening speed, closing speed, acceleration time, deceleration time, slow distance, 

etc., make the automatic door run in the best state.

 Theautomatic door automatically detects whether each peripheral device of the main control unit has entered the normal 

working state during the process of establishing self-learning

Automatic and random diagnosis of faults

 The BS series automatic door has an embedded fault display system. During the operation of the automatic door, the run-

ning status of the automatic door is always monitored. When any working part of the automatic door (mainly electrical 

components) is abnormal, the automatic door can automatically open the door. Distinguish it, take action automatically- 

stop operation or alarm, and display relevant fault information through control panel.

www.entraraccess.com



Control panel function

 Control function (working mode)

 Manual- when the moving door wing is stationary, it can be pushed manually;

 Keep open- the moving door wings open and remain in the open position;

Automatic- the moving door wings are not locked, and the door is automatically opened/closed by the sensor or switch 

signal;

 Automatic half-open- the moving door wing operates automatically, but the passage opening is reduced to half;

 One-way passage- One-way moving door wings are locked and only used as exit passages;

 Night Lock- the moving door wings are locked and only authorized personnel can open the door.

 Adjustment of operating parameters

 Reset- return to the initial value;

 Opening speed- the adjustment range is 0.4~0.7m/s;

 Closing speed- the adjustment range is 0.3~0.6m/s;

 Channel opening width- adjustment range 25~99%;

 Keep open time- the adjustment range is 0~10s.

www.entraraccess.com



 Function description:
  Self-check function

 Whentheautomatic door is powered on, the automatic door first establishes a self-learning process. After completing a 

self-learning process, the automatic door can obtain the following original data: door leaf weight, opening width, and cal-

culate from these original data: The best opening speed, closing speed, acceleration time, deceleration time, slow distance, 

etc., make the automatic door run in the best state.

 Theautomatic door automatically detects whether each peripheral device of the main control unit has entered the normal 

working state during the process of establishing self-learning

Automatic and random diagnosis of faults

 The BS series automatic door has an embedded fault display system. During the operation of the automatic door, the run-

ning status of the automatic door is always monitored. When any working part of the automatic door (mainly electrical 

components) is abnormal, the automatic door can automatically open the door. Distinguish it, take action automatically- 

stop operation or alarm, and display relevant fault information through control panel.

 Program setting functions (31 setting functions in total), including:

 When the external power supply fails, the moving door wing: continue to run / open / close selection;

 Control series panel locked with password: yes/no choice;

 Double door interlock control: yes/no choice;

 Motor direction: forward/reverse selection; etc.

 Fault display function

 The BS series automatic door has an embedded fault display system. During the operation of the automatic door, the run-

ning status of the automatic door is always monitored and displayed through the control panel indicator lights. There are 

17 kinds of fault displays, including:

 Drive unit failure;

 Main controller failure;

 Sensor failure;

 Control lock unit failure; etc.

www.entraraccess.com
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Anti-interference

 Effective measures are taken to eliminate interference in all units of the control system, such as the use of filters, inter-

ference suppression circuits and shielding;

 EMCmeets 89/336/EEC regulations.

Personal safety

 According to the weight of the door wing, adjust the opening/closing speed of the automatic door to

 eliminate any impact on the passers-by.

Automatic anti-pinch function:

 During the closing process of the door wing, as long as there is an obstacle (person or object), the door wing will stop 

moving and reverse. The standard is set to repeat four times. If there is still an obstacle, the door will reverse after the 

fifth time and move to the fully open position while the control panel displays the fault code.

www.entraraccess.com



Completely closed window system 

Invisible Window System

www.entraraccess.com



 Open method
 Foot sensor

 Using non-contact infrared foot sensor switch, the general installation height is 10CM, stainless steel

 shell, reliable, durable and hygienic.

 Detective sensor

 Use infrared sensors or microwave sensors. Effective monitoring area: maximum 3m×1.5m, minimum

 1m×0.3m.

 Password lock

 The advanced password identification system is adopted to improve the security of the door.

 Card opening

 It can be opened by IC card, radio frequency card and radio frequency password card.

 Push button opening

 Use elbow touch, foot touch and remote button to open. Switching between each opening mode can be

 realized

Anti-interference

 Effective measures are taken to eliminate interference in all units of the control system, such as the use of filters, inter-

ference suppression circuits and shielding;

 EMCmeets 89/336/EEC regulations.

Personal safety

 According to the weight of the door wing, adjust the opening/closing speed of the automatic door to

 eliminate any impact on the passers-by.

Automatic anti-pinch function:

 During the closing process of the door wing, as long as there is an obstacle (person or object), the door wing will stop 

moving and reverse. The standard is set to repeat four times. If there is still an obstacle, the door will reverse after the 

fifth time and move to the fully open position while the control panel displays the fault code.

www.entraraccess.com



 Function description:
  Self-check function

 Whentheautomatic door is powered on, the automatic door first establishes a self-learning process. After 

completing a self-learning process, the automatic door can obtain the following original data: door leaf 

weight, opening width, and calculate from these original data: The best opening speed, closing speed, accel-

eration time, deceleration time, slow distance, etc., make the automatic door run in the best state.

 Theautomatic door automatically detects whether each peripheral device of the main control unit has en-

tered the normal working state during the process of establishing self-learning

Automatic and random diagnosis of faults

 The BS series automatic door has an embedded fault display system. During the operation of the automatic 

door, the running status of the automatic door is always monitored. When any working part of the automatic 

door (mainly electrical components) is abnormal, the automatic door can automatically open the door. Dis-

tinguish it, take action automatically- stop operation or alarm, and display relevant fault information through 

control panel.
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Control panel function

 Control function (working mode)

 Manual- when the moving door wing is stationary, it can be pushed manually;

 Keep open- the moving door wings open and remain in the open position;

Automatic- the moving door wings are not locked, and the door is automatically opened/closed by the sensor or switch 

signal;

 Automatic half-open- the moving door wing operates automatically, but the passage opening is reduced to half;

 One-way passage- One-way moving door wings are locked and only used as exit passages;

 Night Lock- the moving door wings are locked and only authorized personnel can open the door.

 Adjustment of operating parameters

 Reset- return to the initial value;

 Opening speed- the adjustment range is 0.4~0.7m/s;

 Closing speed- the adjustment range is 0.3~0.6m/s;

 Channel opening width- adjustment range 25~99%;

 Keep open time- the adjustment range is 0~10s.
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 Program setting functions (31 setting functions in total), including:

 When the external power supply fails, the moving door wing: continue to run / open / close selection;

 Control series panel locked with password: yes/no choice;

 Double door interlock control: yes/no choice;

 Motor direction: forward/reverse selection; etc.

 Fault display function

 The BS series automatic door has an embedded fault display system. During the operation of the automatic door, the run-

ning status of the automatic door is always monitored and displayed through the control panel indicator lights. There are 

17 kinds of fault displays, including:

 Drive unit failure;

 Main controller failure;

 Sensor failure;

 Control lock unit failure; etc.
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